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A c t i v a  5  a n d  A c t i v a 10 .
A c c e s s  C o n t ro l  P i n  R e a d e r s

F e a t u re s  &  B e n e f i t s .

A c t i v a  5 .  

10 user codes

Push to exit input

Incorrect code lockout

5 amp, 30 Volt DC relay

Keypad backlighting

Potted electronics

Indoor / outdoor (IP67)

Surface / flush mount options

Mounts on to standard single gang

electrical back box

A c t i v a  1 0 .  

10 user codes - 2 user groups

Push to exit input

Incorrect code lockout

Door monitoring / contact input

Keypad backlighting

Tamper output

Indoor / outdoor (IP54)

Fire alarm override

12 - 24 Volt AC / DC supply

Interlock

The Act iva 10 is a mult i-purpose keypad for access control, door monitoring and interlock applicat ions.

The digital keypad is a sturdy and durable unit made from vandal resistant die-cast zinc 

with backlit stainless steel keys. For standalone doors both inside or outside. 

Act iva 5 a is simple to use standalone access control product . 

Keypad backlighting for night and poor light conditions is contained in a polycarbonate housing with

stainless steel keys allowing for indoor and outdoor surface or flush mounted installation.
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Detail, imagery and specifications may vary. All dimensions, weights and capacities are approximate. 


